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Minimum 13 fixations/m2

  �ONDULINE® 
VIS UNIVERSELLE 
60 mm

  ��ONDULINE® 
POINTES 
65 mm 
(tige + tête)

  �ONDULINE®  
FAÎTIÈRE   
100 x 50 cm   

  �ONDULINE® 
CLOSOIR 
VENTILÉ 
MOUSSE

  �ONDULINE®  
RIVE 
20 x 20 x 100 cm

With ONDULINE®, you can cover your auxiliary 
building roof all by yourself, in a practical and 
long lasting way.

Secured success. 
Thanks to their lightweight (about 3.4 kg/m2)  
and their great mechanical flexibility, 
ONDULINE® sheets can be easily installed  
on a wide range of auxiliary buildings roofs.

Norm EN 534

Respecte la 
réglementation

Contient 50% 
de matières recyclées

Fabriqué en Euroe

Onduline.fr 
Onduline France 
ZI - BP 15 - 76480 YAINVILLE
Tél + 33 (0)2 35 05 90 90 
e-mail : info@onduline.fr

Déjà 31 000 abonnés,  
venez nous rejoindre !

Découvrez nos  
nouvelles vidéos !

 PLAQUE EASYFIX 
POLYCARBONATE 10/10 
200 x 81 cm

ONDULINE® 
CLASSIC
LA PLAQUE ONDULÉE 
BITUMÉE ORIGINALE, 
RELIABLE AND EASY
TO INSTALL.

compatible avec

Laissez-vous  
inspirer par  
nos solutions !

ONDULINE® CLASSIC

accessoires complémentaires

  �ONDULINE® 
FLASHING BAND

  �ONDULINE® 
MAXIFLEX

  �ONDULAIR® 
ADHÉSIVE

  �ONDUBAND® 
EASY

  �ONDUBAND® 
PRO
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ÉTAPES DE MISE EN ŒUVRE

PROFIL 10 ondes 
LONGUEUR 200 cm 
LARGEUR 95 cm
SURFACE 1,90 m²
ÉPAISSEUR 3 mm
POIDS � 6,4 kg
POIDS PAR m2 3,37 kg / m²
LONGUEUR D’ONDE 95 mm
HAUTEUR D’ONDE 38 mm
NBRE DE FIXATIONS AU m2 13
NORME EN534 : 2010 - Category S  

G A R A N TIE

ÉT

ANCHÉITÉ

15 ANS

POUR PLUS 
D’ INFORMATIONS

COLORIS

Rouge Noir BrunVert

Rapide
à installer

ONDULINE® CLASSIC 
is distributed almost all over 
the world today and is known 
for its flawless watertightness, 
easy installation, lightweight, 
and affordability.

For nearly 80 years, 
ONDULINE® CLASSIC roofing 
system has been permanently 
improved and adapted to 
local expectations from home 
owners benefitting from latest 
knowledge, raw materials and 
technology developments. 
Today manufactured with 
new generation coating on 
all its versions, ONDULINE® 
CLASSIC is more durable and 
resistant than even before.

Règles. La pente du toit et les surcharges climatiques 
(particulièrement neige et vent) déterminent la distance 
entre les liteaux. Dans tous les cas, l’écartement maximum 
entre supports sera de 61 cm.

1- Start laying sheets over 
the gutter line with max  
7 cm overhang, lay sheets 
in the opposite direction 
to the prevailing winds. 
The second row has to be 

started with half a sheet cut parallel 
to the corrugations, to misalign side 
overlaps.

2- Approximately 20 fixings should 
be used per sheet.
Every corrugation should be fixed 
at eaves, overlaps and ridges.
Every second corrugation has to be 
fixed at the intermediate purlins.
The fixing at the intermediate 
purlins has to be staggered.

3- Optimize aesthetic, waterproo-
fing, and wind uplift resistance by 
using a verge element. Fix it first into 
the sidewall, then on the top of the 
corrugation.

Pentes de toiture

Onduline 15 years warranty for waterproofing 
is valid if the product has been installed with 
Onduline recommended accessories (Ridge, 
Verge, Fasteners) and in full compliance with 
installation recommendations (more on 
onduline.com).

(1) ICC-ES VAR Environmental Report  
VAR-1016 - independent third party official report. 

4- The ridge element has to overlap 
the ONDULINE® sheet min 12 cm.

The ridge elements are fixed in 
opposite direction to the prevailing 
winds.

Distance maximale entre liteaux

Recouvrement latéral minimum

Minimum d’ondes de recouvrement

Surface recouverte

9-17 %

45 cm

20 cm

1 onde

61 cm

17 cm

1 onde

30 cm

2 ondes

Support plein

17-27 % > 27 %

1,29 m² 1,54 m² 1,56 m²

Support

A venir

CARACTÉRISTIQUES TECHNIQUES

51 % de matières
recyclés(1)

ONDULINE® CLASSIC

Résistance
mécanique

Vous pouvez couper les plaques  
et les accessoires avec un cutter 
ou une scie. Pente minimum requise :  

15 % minimum 

Pensez  
aux EPI

Pente (%)= h
b

x 100

h

b

Rive

Gouttière

Comment  
couper les éléments ?

Calculer 
la pente du toit
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