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Minimum 13 fixations/m2

  �ONDULINE® 
VIS UNIVERSELLE 
60 mm

  ��ONDULINE® 
POINTES 
65 mm 
(tige + tête)

  �ONDULINE® RIVE 
100 x 7 x 12 cm

  �ONDULINE® 
CLOSOIR 
VENTILÉ 
MOUSSE

  �ONDULINE®  
FAÎTIÈRE   
100 x 50 cm   

The ONDULINE EASYSTYLE® sheets give a 
beautiful tile look to the roof of your garden 
annexes, carports, small wooden buildings, 
leisure house, gazebos etc.

Onduline® material does not contain any 
asbestos, and never had. Onduline® material 
does not contain any metal, it will never rust!

5 PP

Norm EN 534

Respecte la 
réglementation

Contient 50% 
de matières recyclées

Fabriqué en Euroe

Onduline.fr 
Onduline France 
ZI - BP 15 - 76480 YAINVILLE
Tél + 33 (0)2 35 05 90 90 
e-mail : info@onduline.fr

Déjà 31 000 abonnés,  
venez nous rejoindre !

Découvrez nos  
nouvelles vidéos !

ONDULINE 
EASYSTYLE®
THE INNOVATIVE TILE LOOK, SO NICE, 
SO EASY TO INSTALL. 

  �ONDUCLAIR®  
PC 142

compatible

Laissez-vous  
inspirer par  
nos solutions !

ONDULINE EASYSTYLE®

ACCESSOIRES COMPLÉMENTAIRES

  �ONDULINE® 
FLASHING BAND

  �ONDUBAND® EASY   �ONDULAIR® 
ADHÉSIVE
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ÉTAPES DE MISE EN ŒUVRE

CARACTÉRISTIQUES TECHNIQUES

W A R R A N T Y

WA
TE

RPROOFING

10 YEARS

The new and innovative sheet 
ONDULINE EASYSTYLE® is an 
ideal roofing solution to cover 
auxiliairies and smaller  size 
roofs. A tile look solution very 
easy to install.   

Tile look

Onduline®
Sealsmar™

2- Lay sheets in the opposite  
direction to the prevailing winds.
��“UP ” signs indicate the  
direction of the ridge.
Stagger the rows, by starting the 
second row with a half sheet  
(see ½ sheet #4). 
��Ensure waterproofing by  
aligning the overlapping lines (over-
lap 15 cm).

3- 15 fixings minimum should be used per sheet.  
The fixing, always set in the top of corrugations on the grey 
marks, should be done in the right order. Wait to fix the last 
corrugation until you overlap it with the verge element or the next 
sheet.

4- The aesthetics and wind uplift protection can be optimized  
by using the verge element accessory, which is fixed first on 
the sidewall, then as well on the top of the corrugation.  
Plan 6 fixings per elements.

5- Cover the ridge and fix it on each side of the roof, on top of 
each corrugation. The direction of the overlap is opposite to 
the direction of the prevailing winds.

6- ONDULINE 
EASYSTYLE® 
lightweight roofing 
system provides an 
attractive tile look to a 
wide variety of garden 
buildings.

Pre-marked  
Easy fixing

Full deck

Full deck

Discontinuous support 

Discontinuous support 

1- Installation could be realized either on full  
deck like on OSB panels (recommended)  
or on discontinuous support with purlins  
every 37 cm, center to center. 
Start laying sheets over the gutter  
with 5 cm overhang.

  37 cm

  37 cm

  37 cm

7.5 cm

5 cm

Overlapping  
line

POUR PLUS 
D’ INFORMATIONS

A venir

Vous pouvez couper les plaques  
et les accessoires avec un cutter 
ou une scie. Pente minimum requise :  

15 % minimum 

Pensez  
aux EPI

Pente (%)= h
b

x 100

h

b

Rive

Gouttière

Comment  
couper les éléments ?

Calculer 
la pente du toit

ONDULINE EASYSTYLE®

51 % de matières
recyclés(1)

ROUGE OMBRÉ

Onduline 10 years warranty for waterproofing 
is valid if the product has been installed with 
Onduline recommended accessories (Ridge, 
Verge, Fasteners) and in full compliance with 
installation recommendations (more on 
onduline.com).

(1) ICC-ES VAR Environmental Report  
VAR-1016 - independent third party official report

COLORIS

PROFIL 6 ondes + 5 plats 
LONGUEUR 200 cm 
LARGEUR 82 cm
ÉPAISSEUR 2,6 mm
HAUTEUR D’ONDE 38 mm
PAS D’ONDULATION 96 mm
POIDS PAR PLAQUE 4,5 kg
POIDS PAR m2 2,70 kg
SURFACE EN m2 � 1,64 kg
SURFACE UTILE EN m2 1,34 m²
UVC plaque
PCB Palette de 150 plaques
NBRE DE FIXATIONS AU m2 12
NORME EN534:2006+A1:2010 - Category S 
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